
QUOTE NO:  529
COUNTY OF HENRY, VIRGINIA

PURCHASING DEPARTMENT

P.O. BOX 7

COLLINSVILLE, VA. 24078  

TELEPHONE (276) 634-4670

FAX (276) 634-4535

http://henrycounty.neocomm.net/

Please quote us prices on items listed below.  Note delivery requirements, state firm

prices and delivery date.  All orders must be F.O.B. COLLINSVILLE, VIRGINIA.          MEMBER

INCLUDE ALL SHIPPING AND INSTALLATION CHARGES IN PRICE.

***NOTE- HENRY COUNTY RESERVES THE RIGHT TO REJECT ANY AND ALL QUOTES RECEIVED***

      TODAYS DATE  DELIVERY REQUIRED BY

ITEM   UNIT PRICE  SUBTOTAL

***SEE ATTACHED DETAIL INFORMATION/SPECS

SEND QUOTES VIA MAIL/FAX TO THE ATTENTION OF: DAVID MOORE  (276) 634-4535.

IF UNABLE TO QUOTE, PLEASE SIGN AND RETURN THIS FORM, ADVISING REASON FOR NOT SUBMITTING A QUOTE.  

OTHERWISE, YOUR NAME SHALL BE REMOVED FROM OUR VENDORS LIST AFTER THREE (3) NON-RESPONSES.

ALL ITEMS ARE OR APPROVED EQUAL

VENDOR: PLEASE COMPLETE THIS INFORMATION.

1.) DELIVERY PROMISED       ________________________ 

2.) TERMS       ________________________ 

3.) DATE OF QUOTE       ________________________      ____________________________________ 

                                    VENDOR SIGNATURE

4.) TELEPHONE #       ________________________ 

     ____________________________________ 

5.) FAX #       ________________________                              PLEASE PRINT NAME AND TITLE

VENDOR
EASTERN STANDARD TIME AND DATE DUE

QUANTITY

DUE DATE: MARCH 21, 2014 12:00 PM3-14-14

 REQUEST FOR QUOTATION 
THIS IS AN INQUIRY, NOT AN ORDER. 
PLEASE REPLY PROMPTLY.  

NIGP 



Page 1 Quote #529 

 

 
  

REQUEST FOR QUOTES  

 WELL DRILLING & TESTING SERVICES 

HENRY COUNTY PUBLIC SERVICE AUTHORITY 
  
The Henry County Public Service Authority (PSA) requests quotes from properly licensed well drilling firms, 
hereafter referred to as “Driller” for drilling and testing of one (1) or more groundwater supply wells to be used 
for public water supply for the PSA’s existing Pleasant Grove water system. 
 

1.1.1 Overview 

The Henry County Public Service Authority (PSA) is seeking quotes from properly licensed well drilling firms 
to drill and test one (1) or more groundwater supply wells located off of Wingfield Orchard Road in the 
Pleasant Grove subdivision, approximately 6 miles west of the City of Martinsville.  Driller must be certified by 
the Virginia Department of Professional and Occupational Regulation as a water well systems provider, 
pursuant to § 54.1-1129 of the Code of Virginia. 

The well site location is shown on the attached General Vicinity Map.  The exact well site location has been 
marked with a stake and survey flagging in the field by the PSA. The well is needed to provide additional 
source capacity for the existing Pleasant Grove water system. The number of wells drilled is dependent upon 
the well yield capacity, water quality test results, and other factors. At least one (1) 6" diameter well will be 
drilled, but it is possible that additional wells could be required. 

 
Unit price quotes are being requested for this project. The well driller will be paid based upon the actual amount 
of work performed. The well site will be made available to the well driller "as-is". Any improvements needed to 

access and accommodate the Driller's equipment shall be the Driller's responsibility. The well driller shall 

drill, grout, and yield test each well within thirty (30) days after being authorized to proceed. All wells 
shall be constructed to meet Class II-B standards as established by the Virginia Department of Health. Other 
general project requirements are as follows: 
 

1.1.2 Construction 

 
All wells shall be drilled and developed to Class II-B Standards in accordance with all applicable requirements of 
the Virginia Department of Health’s Waterworks Regulations for a Community public water system. The PSA has 
secured well site approval from the VDH Office of Drinking Water in Danville. Wells drilled shall be 6" diameter. 
Wells shall be cased into bedrock using 6" inside diameter schedule 40 steel pipe, and in no case shall the 
casing be less than 50 feet deep. The required casing depth may be increased if warranted by the drilling 
conditions encountered. For quoting purposes, it is assumed that the required casing depth will be 80 feet.  The 
drill hole for the upper cased portion of the well shall be no less than 10" diameter to allow room for the casing 
pipe and cement grout, providing an annular opening to permit a minimum 1.5” of grout around the 
casing/couplings.  The total well depth will depend upon conditions encountered during drilling, but is 
anticipated to be up to 400 feet. The PSA reserves the right to cease drilling shallower than 400 feet or to go 
deeper than 400 feet based upon conditions encountered. The driller shall maintain a log of the well; 
including depth to each seam, changes in rock, etc. Rock samples shall be collected every 10 feet in depth and 
at changes of rock type. 

Following drilling, the well casing shall be grouted. Grout shall consist of not more than 6 gallons of water per 94 
pound sack of cement. Grout shall be installed using a grout pump, pumping the cement mixture from the 
bottom of the casing until the annular opening is filled. Pouring grout from the top shall not be acceptable. 

Following drilling and grouting, the wellhead shall be capped with a 6" sanitary seal. 
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1.1.3 Testing 
 
Following well completion, the driller shall schedule with the PSA a time to conduct the yield test.  The yield 
test shall be conducted for a continuous 48-hour duration with a 2-hour recovery period.  The Driller shall be 
responsible for providing all equipment required to conduct the test; including test pump, electric generator, 
pump, piping, etc.  The test pump capacity shall be equal to or greater than the anticipated well capacity. The 
targeted well yield capacity is at least 20 GPM. The test pump shall be installed to within 20 feet of the well 
bottom. The pump discharge piping shall be equipped with an indicating/totalizing water meter and valve to 
throttle the well pump. A method of measuring the well water depth during the test shall be provided by the driller.  

The new well shall be manned continuously during the 48-hour yield test period. The well pumping rate and depth 
to water shall be recorded by the Driller every 5 minutes for the first hour of the drawdown, then at least every half 
hour thereafter. Water sample bottles and accompanying collection forms provided by the PSA shall be filled by 
the Driller at the proper times over the last 20 hours of the test, with E.coli and Total Coliform bacteria MPN test 
samples being collected every hour during that time and the remaining chemical test samples collected at the 
end of the drawdown.  Once collected, the PSA shall deliver/ship all completed samples as necessary. 
Following the 48-hour drawdown, the water level recovery depth shall be monitored and recorded for 2-hours. 
Water quality samples will be delivered/shipped to the lab of its choice by the PSA. Following testing, the well pump 
assembly shall be removed from the well.  

The well site location is currently not owned by the Henry County PSA, but the PSA has a purchase Option 
Agreement for a well on the property and permission to drill and test the well. The well site is made available to 
the Driller “as-is”. Access to the site shall be off of Wingfield Orchard Road. The Driller shall be responsible for 
any necessary site improvements required to accommodate well drilling and testing equipment. The Driller may, 
at his own expense and if necessary, complete minor site grading, clearing, addition of gravel, and other similar 
site improvements in order to facilitate drilling and testing. Following completion of the well drilling and testing, 
the Driller shall repair any site damages as needed to leave the site in good condition. Trash, tire ruts, erosion, 
and the like shall be removed and/or repaired as applicable. 

 
All work shall be coordinated with the Henry County PSA and the Engineer (The Lane Group Inc.) 
 

1.1.4 Documentation 

Following testing, the driller shall provide to the PSA a Water Well Completion Report (Virginia Form GW-2) 
and a log of the 48-hour well drawdown test pumping rates and water depths.  In addition, the awarded contractor 
shall submit a current and valid copy of a Henry County Business license and a copy of the Virginia DPOR 
Water Well Systems Provider license. 

 

1.1.5 Payment 

Following completion of drilling and testing and furnishing the required reports, the well driller shall submit an 
itemized bill for each well.  The bill will be reviewed at the next scheduled PSA Board meeting and the driller paid 
accordingly thereafter.  In addition, since work will be payed for using federal/state grant money, Davis Bacon Act 
Wage determination requirements will apply. 

 

1.1.6 Quote Requirements 

Quoting for this project is open to all properly Virginia licensed well Drillers.  Quotes shall be submitted only on 
the enclosed Quote Form.  Conditional or qualified quotes are not acceptable and will be rejected. The quote 
form is based upon a typical 400 foot deep well. Payment to the Driller will be based upon actual quantities 
installed. 

Contract award will be made to the lowest responsive and responsible quoter for the Base Quote. The Owner may 
waive any informalities or minor defects or reject any and all quotes. The Henry County PSA is an Equal 
Opportunity Employer. 
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Required information that shall be submitted back to Henry 

County Purchasing: 
 
Quoter’s must submit the signed cover page of the quote and one (1) copy of their quote on the enclosed 
Quote Schedule Form pages (4 and 5).  
 

Mailing/ Shipping Address     
David Moore 
Henry County Purchasing Department 
P.O. Box 7  
3300 Kings Mountain Road 
Collinsville, VA 24079 
 
Or you may also:  
 

Fax:    
 
276-634-4535 

 
Quotes can either be mailed, faxed or delivered in person.  Late quotes received after the specified time will 
not be considered.   
 
 

 

Contact: 

 
The Henry County PSA’s contact person is Michael Ward (276-634-2500). The Engineer’s contact person is 
Kevin Heath, P.E. (276-236-4588). 



Page 4 Quote #529 

 

HENRY COUNTY PUBLIC SERVICE AUTHORITY 

 WELL DRILLING & TESTING SERVICES 

PLEASANT GROVE WATER SYSTEM 

 

 QUOTE SCHEDULE FORM 

 

The undersigned hereby proposes and agrees to furnish all necessary labor, materials, equipment, tools, and 
services for drilling and testing potential public water supply well(s) at the prices stated herein. Well 
drilling and construction shall be performed by a properly licensed Virginia DPOR contractor, current Henry 
County Business License and in strict accordance with all applicable sections of the Virginia Department 
of Health's Waterworks Regulations. All wells constructed shall be Class II-B for potable drinking water 
public water supply. The indicated prices shall cover all expenses, including sales and any other taxes 
applicable to the construction. Total contract amounts shall be stated in both words and figures; in the event 
of a discrepancy between the numeric and word values, words shall govern. The contract amount shall 
be good for one or more wells. 

It is understood that the well site(s) will be made available to the Driller "as-is".  

PART A - LUMP SUM ITEMS 

1A - MOBILIZATION: Mobilization includes the out-of-pocket expenses necessary to begin construction. 
Mobilization includes such items as the cost of bonds or permits, transport of equipment and materials to 
the site, fuel, and other related items. Mobilization shall also include the contractor’s cost to demobilize 
from the work site; including equipment removal, cleanup of scrap materials, and moving off of the site. 
 
LUMP SUM PART 1A             
 
                                                     AND      /100 DOLLARS ($                                            ). 

2A - WELL YIELD & RECOVERY TEST: Following completion of the well drilling and grouting, the well 
shall be yield tested if, in the opinion of the Engineer, the well has sufficient yield and quality to warrant 
development as a public water supply well. The yield test shall be conducted for a period of 48 hours, 
continuous. During the yield test, the well will be pumped using the Contractor ’s pump. The well pump used 
shall have a minimum nominal capacity greater than or equal to the anticipated yield, but not less than 
50 GPM. The pump shall be temporarily installed within 20 feet of the well bottom for the test, and the 
contractor shall have means of monitoring the well water depth to the nearest foot. The well pump discharge 
piping shall be equipped with a valve for pump throttling and an indicating/totalizing water meter. Contractor 
shall continuously monitor and record well pump flow rate and water depth for the duration of the test. 
During the last 20 hours of the yield test, the contractor shall collect water samples in containers and at 
intervals supplied by the PSA. The PSA will pay for transport and testing of all bacteria and chemical 
testing analysis. Following completion of the 48-hour drawdown period, the contractor shall continue to 
monitor and record the well water recovery level for 2 hours. The well yield and recovery tests will be 
scheduled in accordance with the PSA. In the event that the well yield test is terminated prior to the end of 
the 48-hour period, the PSA and the Driller shall negotiate an adjustment to this quote item.  Davis Bacon 
Act Wage requirements will apply to the contracted work for this project. 
 
LUMP SUM PART 2A             
 
                                                     AND      /100 DOLLARS ($                                            ). 
 
 

TOTAL PART A (Total 1A & 2A)          

 

                                                     AND      /100 DOLLARS ($                                            ). 
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PART B - UNIT PRICE ITEMS 

The following items will be paid for on a unit price basis, based upon actual installed quanti ties. 
Determination of quantities to be installed is to be coordinated with the Henry County PSA during construction. 
The quantities shown in the quote schedule reflect a 400-foot total depth well, cased and grouted to 80-foot 
depth. 

 

ITEM DESCRIPTION     QNTY.   UNIT  UNIT PRICE TOTAL PRICE 

 
1B Drill 10" hole for and install   80   V.F.                              

permanent well casing, 
6" diameter, Sch 40 Steel 

 
2B Install sanitary well seal    1   EA.                               

on the 6" wellhead  
 
3B Grouting equipment     1   EA.                               

rental and labor 
 
4B Grout well casing, price    40   BAG                              

per 94 lb. bag of cement 
 
5B Drill 6" diameter well below      320   V.F.                              
 the bottom of the casing steel 
 
TOTAL PART B (Total 1B through 5B)           
 
                                                     AND      /100 DOLLARS ($                                            ). 
 
 

TOTAL BASE QUOTE (Total Parts A and B)          

 

                                                     AND      /100 DOLLARS ($                                            ). 

 

 
 
 
 
SUBMITTED BY:                      
 
                         
 
CONTRACTOR            VA. REGISTRATION NUMBER     
                                                                                                                                                                                
          
BY               TITLE          
                                                                                                                                                                                
           
BUSINESS ADDRESS                     
                                                                                                                                                                                
           
CITY          STATE      ZIP CODE        
 
                                           
DATE          
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